Abstract Polylactide (PLA), a main biodegradable and biobased candidate for the replacement of petrochemical polymers, is stiff and brittle at room conditions. It is therefore of high interest to formulate new PLA-based materials suitable for applications demanding flexibility and toughness. In this work, novel blends of PLA with polyhedral oligomeric silsesquioxanes (POSS) grafted with longer (P1) and shorter (P2) arms of ethylene glycol derivatives were prepared and studied. It was hypothesized that, owing to their architecture with the central POSS cage grafted with arms, miscibility and stability of the blends could be improved. Indeed, PLA/P1 blends were homogeneous despite P1 relatively high M w of 9,500 g mol
Introduction
Increasingly important polylactide (PLA), a main biodegradable and biobased candidate for replacement of petrochemical polymers, which can be produced from annually renewable resources, has the glass transition temperature T g of 55-60°C. As a consequence, PLA is stiff and brittle at ambient conditions, which limits its applications demanding high toughness and drawability. The ability of PLA to crystallize depends on its enantiomeric composition. Both optically pure poly(Llactide) and poly(D-lactide) are crystallizable polymers, but a decrease of the optical purity lowers crystallizability of PLA. Slowly crystallizing PLAs could be quenched below T g without crystallization and cold-crystallized during heating from the glassy state [1] . Crystallinity, if developed, increases slightly the stiffness but further decreases the drawability of PLA [2] .
To improve its flexibility and ductility, PLA has been plasticized with various plasticizers of low and high molar mass (M), including citrate esters [3, 4] , triacetine [4] , poly(ethylene glycol) (PEG) [5] [6] [7] [8] [9] [10] [11] , and poly(propylene glycol) [12, 13] , block copolymers of ethylene glycol and propylene glycol [14] , poly(ethylene adipate) and poly(diethylene adipate) [15] , diethyl bishydroxymethyl malonate oligoester and oligoesteramide [16, 17] . By increasing PLA's chain mobility, plasticization decreases T g , yield stress and elastic modulus, and improves elongation at break. Apart from the desired mechanical properties, there are other requirements like non-volatility and biodegradability of a plasticizer. Since PEG fulfils that prerequisite, plasticization of PLA with PEG was widely investigated in the past [e.g., [8] [9] [10] [11] . However, the key aspect is stability of plasticized PLA. Owing to their high mobility, plasticizers with low M migrate within PLA matrix. Even PEG with M of 1,000 g mol −1 migrated from the bulk of plasticized PLA and accumulated on its surface [18] . The use of PEGs with even higher molar masses creates other problems-phase separation and crystallization of PEG in PLA/PEG blends can occur in a degree dependent on concentration and also on M of PEG [8] [9] [10] 18] . Hence, although plasticization led to improvement of flexibility and ductility of PLA, it usually did not allow reaching low modulus elastomeric-like behavior stable over time. For instance, Hu et al. [9, 10] demonstrated that unaged PLA/PEG blends, containing 30 wt% of PEG with M of 8,000 g mol −1 , were low modulus elastomeric-like materials with T g at 7°C, but they aged via either crystallization of PEG and PLA or phase separation and, as a result, their T g increased and behavior changed over a relatively short time to higher modulus thermoplastic-like. After 30 h, the yield stress and 2 % secant modulus of elasticity of the blend reached 2 and 100 MPa, respectively [9] whereas, after 75 days, these values further enlarged four times and T g increased to 27°C from 7°C.
Recently, grafting PEG on maleated PLA chains was explored to improve stability and compatibility between the components [19] . However, the elastomer-like behavior was not reached; the blend with 20 wt% of PEG exhibited a relatively high yield stress of nearly 16 MPa, even though tested at a low rate of 0.06 min
. Although grafting of tributyl citrate on maleated PLA permitted reaching a yield stress of about 7 MPa, after 6 months of aging, dynamic mechanical thermal analysis evidenced an increase of T g and signs of phase separation in this blend [20] .
Plasticization is unavoidably associated with a decrease of T g , yield strength, and stiffness. Toughening of PLA by blending with immiscible polymers [e.g., [21] [22] [23] allows maintaining its T g and diminishes less the yield strength and elastic modulus. It is long recognized that multiple crazing initiated by dispersed rubber phase is one of the main toughening mechanisms acting in systems with a glassy matrices, for instance, in high-impact polystyrene [24] . The second wellknown phenomenon is cavitation in dispersed inclusions of the minor component, which facilitates shear yielding of the glassy matrix [e.g., 25]. In PLA-based blends, the cavitation either inside the inclusions [22] or at the inclusion-matrix interface [21] was observed. It was also demonstrated [22] that the poly(1,4-cis-isoprene) particles dispersed in PLA initiated crazes, but cavitation inside the particles promoted the change of deformation mechanism of matrix to shear yielding.
In this study, in order to obtain stable PLA-based ductile materials, PLA was melt-blended with hybrids of ethylene glycol derivatives and polyhedral oligomeric silsesquioxane (POSS). POSSs are a relatively new class of materials, which are used for modification of polymers. POSS molecules have the general formula R n (SiO 1.5 ) n , where R can be hydrogen, an organic group or polymer chain; for the most common octameric structure, n=8. POSS cages grafted with polymer chains are multiarm polymers, which can exhibit properties and miscibility with other polymers different from their linear counterparts [e.g., 26, 27] . Moreover, although the thermal properties of such hybrids are chain-length-dependent, they can have lower T g s than their linear analogs and decreased, or even entirely suppressed, crystallizability [27] . We hypothesized that blending PLA with multiarm polymers obtained by grafting of PEO or PEG arms on POSSs would allow obtaining a ductile material stable over time.
Telechelic PEG-POSS polymers can be obtained through formation of direct urethane linkage between hydroxy end groups of PEG and isocyanate groups of POSS macromer [28, 29] . PEG-substituted octasilsesquioxanes, prepared by the hydrosilylation of unsaturated ethylene glycol monoallyl ethers (allyl-PEG) of various chain lengths (two to six repeat ing uni ts) with both o c t a k i s ( d i m e t h y l s i l o x y) o c t a s i l s e s q u i o x a n e a n d octahydridosilsesquioxane, were also reported [30] . The respective allyl ethers can be synthesized through the reaction of hydroxyl end groups with allyl bromide in the presence of a base (NaOH [27, [31] [32] [33] , NaH [34] , or alkali metals [30, 35] ).
In general, POSS is non-biodegradable and, owing to its hydrophobic nature and inertness to hydrolysis, can slow down hydrolytic degradation of a material in which it is dispersed [e.g., 36]. However, POSS has been demonstrated to be nontoxic and cytocompatible [37, 38] . Recently, the use of PEG-POSS in biomedical applications was explored, for instance for drug delivery [39] or to obtain hydrogels designed for scaffolds for bone repair [40] .
In the present study for modification of PLA two POSS hybrids were used, with shorter and longer arms, being derivatives of ethylene glycol. In order to avoid crystallizationinduced phase separation, PLA with low stereoregularity, containing 18 wt% of D-lactide, was used. Both types of hybrids efficiently modified the mechanical properties of PLA. Especially PEG methyl ether grafted POSS exhibited very good miscibility with PLA, despite its relatively large molar mass of 9,500 g mol −1 and acted as an efficient plasticizer, which allowed us to obtain transparent, elastomer-like low modulus material with excellent drawability retaining its good properties during 6 months.
Experimental
The study utilized PLA 4060D purchased from NatureWorks LLC (Minnetonka, MN), with density of 1.24 g cm −3 , weight average molar mass M w of 120 kg mol −1 and polydispersity 8 . Monoallyl ether of di(ethylene glycol) ethyl ether was obtained according to the slightly modified literature procedure [32] . The reaction with allyl bromide was exothermic, and there was no need to increase the temperature after the addition of allyl bromide. The hydrosilylation reaction was carried out in the presence of a platinum catalyst (Karstedt's catalyst). The stoichiometry of the reaction was controlled in order to obtain octasubstituted POSS and not to leave any remnant of unreacted 3- . For clarity, further details of the synthesis of P2 are given in the Appendix.
Both POSS hybrids were liquid at room temperature. T g s of P1 and P2 measured by differential scanning calorimetry (DSC) during heating at 10°C min −1 were at −81°C and −84°C, respectively. Melting peak, at −2°C, was observed only for P1. The melting enthalpy was 76 J g −1 , which corresponded to PEG crystallinity level of 56 wt% for the PEG content of 92 wt% and melting enthalpy for 100 % crystalline PEG of 146.7 J g −1 [41] . During cooling P1 crystallized at −26°C. Prior to blending, the components were vacuum-dried for 4 h: PLA at 100°C and both POSS hybrids at 90°C. Meltblends containing from 5 to 20 wt% of POSS (selected compositions) were prepared using a Brabender batch mixer (Duisburg, Germany) operating at 180-190°C for 10 min at 60 rpm, under the flow of dry gaseous nitrogen. Neat PLA was also processed under the same conditions to obtain a reference material. The blends will be referred to as, for example, PLA/ P1-15, where 15 stands for the P1 content in weight percent.
The 0.5-and 1-mm-thick films of all the materials were prepared by compression molding at 180°C for 3 min in a hydraulic hot press followed by quenching between thick metal blocks kept at 15°C. The films were then stored in dry atmosphere (relative humidity of 10 %) in desiccators at room temperature. The thermal and mechanical properties of the films were tested within 7 days. Films of PLA/P1-20 were stored for 6 months, and their properties were examined over this period of time. In addition, specimens of this blend were held for 4 weeks at 35°C in a sand bath in order to determine the influence of aging at elevated temperature on their thermal properties.
The films were examined by DSC carried out with a TA Instrument 2920 DSC (New Castle, DE) at a heating rate of 10°C min −1
. T g was taken as a temperature corresponding to the midpoint of the heat capacity increment. Aged PLA/P1-20 after the first heating to 195°C was cooled to zero Celsius and heated again at 10°C min
Dynamic mechanical thermal analysis (DMTA) was carried out in a dual-cantilever bending mode with a DMTA Mk III, Rheometric Scientific Ltd. apparatus (Epsom, UK) at a frequency of 1 Hz and a heating rate of 2°C min −1 on rectangular samples, 10 mm×30 mm, cut from 1-mm-thick films. For tensile tests, oar-shaped specimens conforming to ISO 527-2, with a gauge length of 25 mm and a gauge width of 5 mm, were cut from 0.5-mm-thick films. Uniaxial stressstrain measurements were performed on an Instron tensile testing machine (High Wycombe, UK) at a rate of 0.4 min ) at 25°C in a temperature chamber with circulating air. At least three specimens of each material were tested.
To have an insight into the structure, cryo-fracture surfaces of the blends were studied under a Jeol 5500LV and Jeol 6010LA (Tokyo, Japan) scanning electron microscopes (SEM) after sputtering with gold. In addition, the blends were cryo-microtomed to produce specimens with flat and smooth surfaces, which were coated with carbon using electric arc spraying, and analyzed by SEM with energy-dispersive spectroscopy (EDS). Selected specimens were examined also by polarized light microscopy (PLM).
Results and discussion
Characterization of the blends The heating thermograms of the quenched films of the PLA and PLA-based blends are collected in Fig. 1 , whereas their T g s determined from DSC are listed in Table 1 . The heating thermograms evidenced that PLA in all the materials was amorphous and unable to coldcrystallize during heating at 10°C min −1 . All the blends exhibited T g s below that of neat PLA, 57°C. While for PLA/P2 blends the decrease of T g was rather moderate, by 8-9°C for both compositions, T g of PLA/P1 blends decreased gradually with increasing P1 content and reached 16°C for PLA/P1-20. No evidence of melting of P1 in the blends was detected, indicating that it did not form a separate phase. Temperature dependencies of loss modulus E'' and storage modulus E' of the materials are compared in Figs. 2 and 3. The E″ peak temperatures, which are listed in Table 1 , correlated closely with T g s from DSC. Neat PLA exhibited a single E'' peak at 55°C. The E'' temperature dependencies of PLA/P1 blends were also featured by single peaks, but the peak temperature decreased with increasing P1 content, from 49°C for PLA/P1-5 to 16°C for PLA/P1-20, which evidenced good miscibility of the components and plasticizing effect of P1 on PLA. In addition, the E'' peaks of PLA/P1 widened with increasing P1 content reflecting broadening of the spectrum of relaxation times; E'' of PLA/P1-20 started to rise even below zero Celsius. Contrary to that, the two separate E'' peaks indicated phase separation in PLA/P2 blends. The E'' peaks at −77 and −79°C reflected the glass transitions in P2-rich phase whereas those at about 50°C corresponded to the glass transition in the PLA-rich phase. The temperature of the latter, below T g of neat PLA, indicated partial miscibility of the components.
E' of neat PLA behaved in a typical way, decreasing with increasing temperature and falling below 10 MPa in the temperature range of glass transition. Below zero Celsius, E' of PLA/P1 blends was close to that of neat PLA for small contents of P1 but enlarged with increasing content of the modifier. E' of each blend diminished with increasing temperature and finally dropped rapidly in the glass transition temperature range. As a . Thermograms shifted vertically for clarity All PLA/P1 and PLA/P2 blends were transparent. Nevertheless, SEM examination of cryo-fracture surfaces confirmed the phase separation in the PLA/P2 blends. Distinct holes where P2 was accumulated are clearly visible on micrographs in Fig. 4a and b . The inclusions were larger in PLA/P2-20 than in PLA/P2-15 with maximum size of 90 and 30 μm, respectively. Contrary to that, no evidence of the phase separation was found in the PLA/P1 blends, even at the highest P1 content of 20 wt%, as shown in Fig. 4c . These findings were confirmed by EDS analysis as shown in Figs. 4d and e, which present Si mapping.
T g of binary miscible blends is often expressed by the empirical Fox equation [42] :
where w 1 and w 2 , T g1 and T g2 are the weight fractions and T g s of the blend components. Figure 5 shows that the T g of homogeneous PLA/P1 blends followed the Fox equation. Assuming the same for the continuous phase of PLA/P2 blends and taking into account that T g of pure P2 was at −84°C, it can be calculated based on Eq. 1 that the continuous phase of PLA/P2-15 and PLA/P2-20 contained about 3 wt% of P2 whereas the rest, that is, 12 wt% and 17 wt%, respectively, formed the droplets. The stress-strain dependencies of the blends are plotted in Fig. 6 , whereas the average values of yield stress σ y , stress at break σ b , elongation at break ε b , and 2 % secant modulus of elasticity are collected in Table 2 . Neat PLA yielded at σ y of 58 MPa and fractured early at ε b of 0.15 and σ b of 48 MPa. σ y and σ b of PLA/P1 blends, ranging from 0.4 to 50 MPa, and from 25 to 36 MPa, respectively, were below those of neat PLA and decreased with increasing P1 content. The stressstrain dependencies of PLA/P1-5 and PLA/P1-10 were featured by distinct yield points at relatively high σ y above 40 MPa. These blends fractured at small ε b below that of neat PLA. Crazing in the gauge regions of deformed specimens was visible even to the naked eye. Increase of P1 content in the blends to 15-20 wt% caused a dramatic improvement of ductility reflected in a drop of σ y and improvement ε b to 9-10. PLA/P1-20 specimens deformed uniformly without necking and any signs of localized plastic deformation or cavitation related phenomena, in an elastomer-like manner. Owing to the lack of a distinct yield point, σ y of PLA/P1-20 had to be determined with 2 % offset and was equal to 0.4 MPa. The intense strain hardening in PLA/P1-15 and PLA/P1-20 resulted in σ b of about 29 and 25 MPa, respectively. Appearance of strain hardening is a sign of very significant plastic deformation of the amorphous phase and straining of the chain entanglement network.
E s of PLA/P1 blends was lower than that of neat PLA, 1,200 MPa, and diminished with increasing plasticizer content to 30 MPa for PLA/P1-20. Such low value of E s is consistent with the elastomeric-like behavior of this blend.
Also the addition of P2 improved markedly the ductility of PLA. PLA/P2 blends exhibited a pronounced yield at σ y being approximately half of that of neat PLA. ε b was for 2.3 PLA/ P2-15 but diminished to 1 for PLA/P2-20. E s values of the blends were lower than that of neat PLA but exceeded E s of PLA/P1 blends with the same plasticizer contents.
Mechanism of plastic deformation of PLA/P2 blends
Although the decrease of T g of PLA/P2 blends to 48-50°C undoubtedly increased segmental mobility of PLA chains, it cannot be the only reason of the improved ductility of these materials because plasticized PLA becomes ductile when its T g decreases to at least 35°C [8] . PLA/P1-5 blend with T g at 48°C exhibited relatively high σ y , and ε b even smaller than that of neat PLA. During drawing, an intense stress whitening in both PLA/P2 blends was observed from the very beginning of plastic deformation. SEM and PLM micrographs of PLA/ P2-15 specimen, which fractured at elongation of 2.6 and for SEM was cryo-fractured parallel to the drawing direction, in Fig. 7 , demonstrate a heavily crazed matter with a network of crazes. The crazes were obviously originated and terminated by inclusions, although empty holes where P2 was accumulated are seen rather than the inclusions. The holes are elongated in the drawing direction and have undulant surface, resulting most probably from the localization of plastic deformation in crazes and also from the strong post-break shrinkage of the tensile specimen, which reduced the strain to about half of that at break. As reported so far, toughening of PLA by blending with immiscible polymers was associated mainly with cavitation either in the dispersed particles [22] or at the particle-matrix interface [21] , which facilitated shear yielding of PLA matrix. In Kowalczyk and Piorkowska [22] , poly(1,4-cis-isoprene) particles initiated crazes in PLA matrix, but ) cavitation inside the particles promoted shear yielding. In the present study, neither SEM nor PLM provided evidence of shear bands in the deformed PLA/P2-15 blend; all crazes were well aligned perpendicular to the drawing direction. Moreover, the plastic deformation, although concentrated in the gauge region, proceeded without necking. It was also noticed that crazing occurred at the very beginning of the deformation process. According to refs. [43, 44] , pools of plasticizing diluents dispersed in glassy polymer can promote crazing because the diluent from pools that are tapped by an advancing craze spreads along the craze border between the craze fibrils, driven by capillary forces, and sorption of the diluent into plastically deforming base region of the craze fibrils occurs, enhanced by the plastic flow of polymer [45] . The resulting local plasticization decreases the craze flow stress and therefore facilitates propagation of crazes. In PLA/P2 blends, the liquid inclusions of P2 not only initiated crazes but also promoted their propagation in matrix via such local plasticizing effect. This mechanism could act at the very beginning of craze formation because, unlike in Argon [43] and Piorkowska et al. [44] , the inclusions initiating crazes were liquid pools themselves. As a result, the crazing prevailed and shear yielding did not occur. The drainage of liquid modifier into crazes left emptied holes in matrix which could easily elongate in the drawing direction. Gebizlioglu et al. [46] observed that to toughen polystyrene, liquid pools of low-molar-mass polybutadiene had to be of submicron size. The ductile PLA/P2-15 blend contained much larger liquid inclusions. However, an increase of P2 content from 15 to 20 wt% had a detrimental effect on ε b , most possibly because of an excessive increase in the inclusion size, similarly as reported for other PLA-based blends, e.g. [22] , as too-large inclusions can promote early fracture. Nevertheless, PLA/P2-15 blend exhibited good drawability while maintaining the relatively high T g , yield strength and stiffness, typical of a rubber toughened PLA rather than of a plasticized PLA. In contrast to other phase-separated PLA-based blends, both PLA/P2 blends were transparent.
Aging of PLA/P1-20 blend According to Hu et al. [9, 10] , the most intense aging phenomena occur in PLA/PEG blends with T g below ambient temperature and slow down when their T g increases. Only the homogeneous PLA/P1-20 blend had T g below room temperature, at 16°C. The temperature dependencies of E'' measured after 1 day, 15 days, and 6 months of aging at ambient temperature are plotted on a linear scale in Fig. 8a for temperatures ranging from −50 to 70°C. The curves did not exhibit any marked differences; after 6 months of aging, the E'' peak temperature was 16°C, the same as for unaged blend. Nevertheless, as illustrated in Fig. 8b , aging caused gradual changes in the tensile behavior. After 6 months, σ y of PLA/P1-20 increased to 1.4 MPa, whereas σ b and ε b decreased to approximately 23.5 MPa and 8, respectively. E s also increased, to 60 MPa. The DSC heating thermogram recorded after 6 months of aging presented in Fig. 8c exhibited a small melting peak at 60°C and a broad endotherm ending near 140°C. A complex melting behavior of low optical purity PLAs, with multiple melting peaks, was reported previously by others [47] . The melting enthalpy of the aged PLA/ P1-20 was about 7 Jg , which corresponds to the crystallinity level of 7 wt% if the enthalpy of fusion for the alpha orthorhombic form of PLA, 106 J g −1 , is assumed [47] . The presence of that amount of stiff crystalline phase of PLA was obviously responsible for the change in mechanical properties of PLA/P1-20. In general, crystallization increases plasticizer content in the amorphous phase and can therefore affect T g , but the crystallinity level in aged PLA/P1-20 was too small to cause a noticeable change in T g of the blend. Moreover, the blend remained transparent. It can be also seen that the second Fig. 7 SEM (a, b) and PLM (c) micrographs of the gauge zone of PLA/ P2-15 tensile specimen, which fractured at a strain of 2.6 and for SEM was cryo-fractured parallel to the drawing direction. The drawing direction, horizontal Fig. 8 Effect of aging at room temperature on loss modulus E'' temperature dependence (a), tensile properties (b), and thermal properties (c) of PLA/P1-20 blend. c Shows the first and the second DSC heating thermograms of the blend after aging for 6 months at room conditions (solid line) and after aging for 28 days at 35°C (dotted line). Thermograms shifted vertically for clarity heating thermogram of the aged blend does not differ from the first heating thermogram of the unaged blend, as shown in Fig. 1 , indicating that no irreversible changes in the thermal behavior of the material occurred upon aging. Despite the small morphology changes upon aging, the tensile behavior of PLA/P1-20 remained elastomer-like with the low T g , small σ y , large ε b , and strong strain-hardening leading to high value of σ b . It can be concluded that, after 6 months of aging, the blend retained very good ductility, flexibility, and also transparency.
During aging at 35°C PLA in PLA/P1-20 crystallized faster than at room temperature. The first heating thermogram recorded after 7 days (not shown) and 4 weeks (Fig. 8c) exhibited broad melting endotherms. The melting enthalpy after 7 days of aging was about 13 J g −1 which corresponds to the crystallinity of 12 wt%. Longer aging did not increase the crystallinity of the blend any further; after the next 21 days, it was at the same level. It can be seen that the first heating thermogram of the blend aged at 35°C differs from that of the blend aged at room temperature only above 50°C, where the melting of the crystalline phase occurs. The second heating thermogram of PLA/P1-20 aged at 35°C differs neither from that of the blend aged at room temperature nor from that of the unaged blend. It appears that, although aging at 35°C accelerated crystallization of PLA, it did not result in any irreversible changes in the thermal behavior of the blend, similar to aging at room conditions.
Conclusions
Novel blends of polylactide with ethylene glycol derivatives engrafted POSS were prepared by simple blending and studied. ), and acted as a plasticizer, efficiently decreasing T g ; the blends with up to 20 wt% of the plasticizer were transparent and exhibited single glass transitions. The blends with 15 and 20 wt% of the plasticizer having T g of 29 and 16°C, respectively, were ductile. PLA/P1-20 was transparent and elastomeric-like material with low σ y of 0.4 MPa and ε b of 10 (1,000 %), and E s of only 30 MPa, two orders magnitude lower that that of neat PLA. Although during 6 months aging at room temperature a small crystallinity level of 7 wt% developed in this blend, resulting in an increase in σ y and E s , the elastomeric-like behavior was retained. The blend remained homogeneous and retained its good drawability as well as flexibility after 6 months of aging at room temperature: E s well below 100 MPa, σ y below 2 MPa, and a large ε b of 8 (800 %). Increase of aging temperature to 35°C accelerated crystallization of PLA in the blend, but the crystallinity level reached was small, about 12 wt%. We note that using PLA with a higher D-lactide content, unable to crystallize, will allow achieving even better stability.
Miscibility of POSS with relatively short arms ofOSi(CH 3 ) 2 CH 2 CH 2 CH 2 (OCH 2 CH 2 ) 2 OCH 2 CH 3 comprising -OSi-with PLA was worse. PLA/P2 blends contained distinct inclusions of P2-rich phase, exhibiting a separate glass transition below −70°C. T g of the continuous phase in PLA/P2-15 and PLA/P2-20 was only several degrees below that of neat PLA. PLA/P2-15 exhibited better drawability than PLA/P2-20. It fractured at ε b of about 2.3 (230 %) and exhibited σ y and E s approximately two times smaller than those of neat PLA. Such mechanical behavior is typical of rubber-toughened PLA rather than of plasticized PLA. Owing to the inability of P2 to crystallize, the inclusions were liquid. The liquid inclusions initiated crazes and also promoted their growth, thus toughening the material. Unlike majority of PLA-based phase-separated blends, PLA/P2 blends were transparent. spectrometer. Gas chromatography (GC) analysis was performed on Hewlett-Packard 6890 chromatograph fitted with a 30-m capillary column HP-1 HP 190592-023 and equipped with a thermal conductivity TDC detector. The carrier gas was helium, and the flow rate was 5 mL min −1 . The detector and injector temperatures were 250°C. The temperature was changed from 60 to 240°C at the rate of 10°C min were placed in a three-necked flask equipped with a dropping funnel, a thermometer, a condenser, and a tube with CaCl 2 . The mixture was stirred vigorously for 15 min at room temperature with a magnetic stirrer, and it turned yellow after that time. Allyl bromide (102 mL, 1.17 mol) was placed in the dropping funnel and added slowly to the mixture. The temperature in the flask did not exceed 50°C. Once the addition of allyl bromide was finished, the reaction mixture was stirred at room temperature for another 16 h. The mixture was filtered to remove solids (NaBr and unreacted NaOH). The filtrate was collected and diluted with diethyl ether (200 mL). The solution was washed with distilled water until neutral pH was obtained. The aqueous fractions were collected and washed with dichloromethane (4×100 mL). Both organic fractions were dried over MgSO 4 overnight. After filtration, the fractions were combined, and the volatiles were removed under reduced pressure. The residue was dried at room temperature under vacuum (1×10 1435 mol) were placed in a flask equipped with a condenser, an inlet of argon, and a magnetic stirrer and dissolved in dry toluene (170 mL). The solution of Pt(0)-divinyltetramethyldisiloxane (0.5 mL, 2 % Pt) was added to the stirred mixture at room temperature. After 1 h, the temperature was increased to 80°C, and the mixture was kept at this temperature for 48 h. The progress of addition of SiH to alkene bonds was followed with 1 H NMR spectroscopy. Once it was complete, the volatiles were removed under reduced pressure. The polymeric product was collected and dried to constant weight at room temperature under vacuum (0.1 mm Hg), to give 42.83 g of pure octakis{3-[2-(2-e t h o x y e t h o x y ) e t h o x y ] -p r o p y l d i m e t h y l s i l o x y l } -octasilsesquioxane (the reaction yield 95.1 %).
